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POZNAMKA:

1, HLAVA PILOTY BUDE ODBOURANA NA POZADOVANOU UROVEN VIZ STATICKY VYPOCET

2, PRED RAZENIM PILOT JE NUTNO VYTYCIT VESKERE PODZEMNI  INZENYRSKE SITE.

3, PILOTOVACI UROVEN BUDE ZPEVNENA PRO POJEZD PILOTOVACI SOUPRAVY VRSTVOU STERKU
NEBO BETONOVEHO RECYKLATU

H=1,900 | horni drovefi hlavice

HP=0,600 | kbta hlavy piloty

D=0520 | primér paznice / diameter piles

L=4,00 | déka piloty / lenght piles

A=6xR16 - || VjztuZ piloty

E=5MN/2m | ukonCovaci kritérium v meganewtonech na 2m piloty

PILOTAZNI PLAN= - 0m

- energetické kriterium - viz tabulku pilot ve statické Casti
- prumér paznice 520 prumeér piloty 600 mm

B-1 VRTANE SONDY GEOLOGICKEHO PRUZKUMU

KRYT! PILOT : 70 mm
KRYT! HLAVIC 30 mm

BETON HLAVIC : C 25/30 XA?Z
BETON PILOT : C 25/30 XAZ

VYPIS FRANKI PILOT - VIZ TABULKU VE STATICKEM VYPOCTU

REVIZE POPIS ZMENY DATUM PODPIS

+0,000 = 237,99 m n.m. = 1.NP
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PRISTAVBA LINKY POVRCHOVYCH UPRAV
Predrazené piloty belgické firmy Franki
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